
Ciao!


This is your new panel for Sibilla: it’s a 2mm brushed anodised aluminum panel and it’ll surely give 
your module a premium quality new look!


This bag contains what follows:

	 - your new black/silver aluminum panel;

	 - a small teabag with new light pipes and, in case you’ve ordered the silver panel version, 	
	   some new silver hex nuts for the pots;


Make sure to work on a clean and flat surface, don’t lose any part of this bag or any component 
of your module while removing the old panel!!


Please carefully follow the below steps in order to swap in the new panel. A step by step 
repaneling pictures carousel is also available by scanning the QR-code at the bottom of the 
page. 

Please note that any damages that may occur during repaneling are the responsibility of the 
user and are not covered by warranty. 

1. Remove all the 7 knobs.

2. Unscrew all the nuts and washers from the 7 potentiometers and the 13 jacks;

3. Remove the old panel and detach the 4 light pipes from the old one by pulling them down 

from the backface of the panel.

4. Take your new panel and lay it face down on a flat surface. You can now place the light pipes 

into the 4 LEDs holes. They may have lost grip from the detaching, so you can use the new 
ones in case they’ve been loosen.


5. Take the new panel and mount it on the module.

6. Screw-in all the nuts and washers (use the new silver hex nuts for the silver panel); if you’re 

using screwdrivers or any other tool, be careful not to scratch the new panel!!

7. Place all the knobs back;


Enjoy your Sibilla with the new panel and let us know what you think!


All the best,


Michelangelo & Carolina

Clatters Machines


	 	 Scan for repaneling pictures carousel


