


SONORA is a spectral mixing output module that aims to be 
the ultimate sound stage of your eurorack setup. A place 
where all your mixes meet and find a stereophonic solution for 
your final track thanks to its twelve fixed panning inputs that 
allow you to give each track its own space and importance in 
the stereo field. While being a 12 inputs summing mixer, 
Sonora also features a LED meter, a soft clipping limiter circuit 
at the output stage, a headphone output section and 3.5mm 
pro line outputs. All in 6HP.

2mm anodised
brushed aluminum
panel;

+12V: 41mA;
-12V: 32mA;
+5V: 0mA;

Width: 6HP;
Depth: 22mm;

Limited Warranty 
This product is covered by the warranty policy stated on Clatters Machines 
website: http://clattersmachines.com/warranty-policy/
Before installing your new module, please refer to the dedicated pdf user’s 
manual about safety and electrocution hazard free to be downloaded in our 
dedicated downloads  section: https://clattersmachines.com/downloads/
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HEAD PHONES
3.5mm stereo 
connector with 

dedicated volume 
control and separate 
LEDs level indicators 

for both channels.

300mW headphone 

impedance

LED METER
a visual stereo 

representation of 
your final mix with a 

0dB mark for 
reference.

OUTPUTS:
Pro audio

line level outputs 
(+4dBu) with 
3.5mm jacks.

VOLUME
adjust the

final mix output 
volume according to 

your  needs. The main 
output also features a 
soft clipping circuit to 
protect your external 
gear and add some 

saturation to the mix.

INPUTS: 12 pre-panned inputs for your final stereo mix with plenty of 
possibilities to reach a perfectly balanced stereo output track that can 
go straight into your speakers or can be recorded without worrying 
about final stereophony.


